
GENERAL TECHNICAL DATA

dimensions

designer:
Iwona Żaczek

- height: 68 cm 
- width: 26 cm
- depth: 31 cm

weight:

materials:

 

- stainless or carbon steel

- 15 kg
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product:
KANGU 18.104
bicycle pump

DESCRIPTION

Bicycle floor pump designed for self-inflating wheels, 
equipped with a manometer.
The bent and bolted construction is made of 2 mm 
and 8 mm thick steel sheets, in carbon steel s235Jr 
galvanised and powder-coated to RAL, or entirely in 
stainless steel 1.4301 ground. Personalisation is 
possible.

Customisation*:
- logo laser-cut into the steel,
- logo etched in steel
- logo as a sticker

*Maximum logo area: 320 x 70 mm.

In accordance with the Polish Law on Copyright and Related Rights of 04.02.1994 (Official Journal of Laws No. 24, item 83, corrected: Journal of Laws No. 43, item 170) and in accordance with the EU copyright legislation including all EU directives and regulations on copyright , Zano 
Mirosław Zarotyński Company, reserves the copyright of drawings, descriptions, 3D models, renderings, graphics, content contained in offers, attachments to offers and all other documents. Its content is the intellectual property of ZANO Miroslaw Zarotinski company. The use of author's 
ideas, solutions, copying, distribution of photos, graphics or fragments of graphics, descriptive texts, for profit, without the permission of the author - ZANO Mirosław Zarotyński company - is prohibited and constitutes a copyright infringement and is punishable.
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Weight:

KANGU 18.104 BICYCLE PUMP
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Customisation:
- logo laser-cut into steel
- logo etched in steel
- logo as a sticker
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Maximum logo area: 
320 mm x 70 mm.

bicycle pump head holder

4 x nut
M12 Din1587

4 x washer
M12 Din125

4 x Threaded rod
M12x150 DIN 976-1

Steel types:
- Construction steel (S235JR, DC01) galvanized
  and powder coated according to RAL palette
- Stainless steel (1.4301) brushed

Installation:
Attached by bolts to foundation


